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DESCRIZIONE 
 
 

OTTIMO POTERE AGGRAPPANTE 
 

Grasso ad elevata adesività, resistente a 
sollecitazioni meccaniche e termiche (da –20°C 
a +180°C). Indispensabile in officina, casa, 
macchina e ovunque sia richiesta una 
lubrificazione rapida, duratura ed efficace, di 
ingranaggi, trasmissioni, catene, macchinari, 
etc. 
 

• Non cola 
• Potere lubrificante e penetrante 
• Funziona anche a bombola capovolta 
• Resistente all’acqua 

 

 
DESCRIPTION  

 
 

EXCELLENT ADHESIVE POWER 
 

Ultra adhesive grease resistant to mechanical 
and thermal stress (-20°C to 180°C). Essential 
in the workshop, at home, in the car and 
wherever is requested an immediate, lasting 
and efficient lubrification on transmissions, 
chains, machineries etc.  
 

 
• Does not drip 
• High penetrating lubricating strength 
• Spray head can even be used upside 

down 
• Water resistant  

 
 

 
APPLICAZIONE 

 
Agitare la bombola e spruzzare da una distanza 
di circa 20 cm sulla parte da lubrificare. 

 

 
APPLICATION 

 
Shake the can and spray onto the part to be 
lubricated from a distance of about 20 cm.  

 

 
  

 
 

 


